Apply the newest hybrid coatings with cure rates from
: one minute to fifteen minutes.

PROVEN QUALITY. LEADING TECHNOLOGY.
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The Right Sprayer
For The Right Material

Take advantage of the newest

hybrid materials with the right plural-
component spraying equipment from
Graco®. Our Xtreme Mix™ and HydraCat®
proportioners are designed to handle
materials with cure rates as low as one
minute. Spray hybrid polyurethanes,
epoxies and plural-component materials

at any ratio, from 1:1 to 10:1.

°

Spray quick-curing hybrid
materials quickly and easily

(» Configured packages specifically
designed for the newest materials

(® Maintain consistent ratios with
superior remote mixing

(® Minimize solvent usage

(® Spray up to 7250 psi (500 bar)

(® Electronic and mechanical
ratio control



. Tough Applications
Need Tough Equipment _
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Application areas whe

proportioners currently use
friendly hybrid coatings include

» Wastewater treatment

« Manhole and sewer reconditioning

* Secondary containment

* Concrete

 Marine and ship building

* Container manufacturing

* Railcar manufacturing and repair

* Offshore industry

* Tank and pipe coatings and linings

* Structural steel and corrosion protection
* Fire retardant coatings

* Pulp and paper mills
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STEP ONE

Choose either a
Graco Xtreme Mix or
King HydraCat
Proportioner

TECHNICAL SPECIFICATIONS

Air Supply Pressure Range
Maximum Air Consumption with
100 psi (7 bar, 0.7 MPa) @ 40 cpm
Wetted Components

XTREME MIX

Electronic proportioning
On-demand, selectable ratio proportioning,
from 1:1 - 10:1

Data reporting capability

Portable

XTREME MIX

50 to 110 psi

Xtreme Mix 290-500 135 scfm
Xtreme Mix 185 63 scfm

Plated carbon steel,
stainless steel, tungsten carbide
Xtreme Mix 290-500

HYDRACAT

Mechanical proportioning

Fixed ratio proportioning in 1:1, 2:1,
3:1 and 4:1 configurations

Stationary

HYDRACAT
50 to 110 psi
110 scfm

Plated carbon steel,
stainless steel, tungsten carbide
183 Ibs (83 kgs) Stand-Mount

625 Ibs (284 kgs)
240 Ibs (113 kgs)

Weight
Xtreme Mix 185 — unheated
98 dB(A)

Sound Pressure 100 psi (7 bar, 0.7 MPa) 88.2 dB(A)
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STEP TWO

Supply Processing Equipment
€ suprLY PUMP SYSTEM

Transfers material from your bulk supply

€© AcraTor KiTs
Agitates your resin for consistent coating

@ soweNT FLUsH KT
Used for fast clean-up

STEP THREE

Temperature Controlling Equipment

© HEATED HOSE CONTROLLER
Digitally controls the hose processing
temperature

© viscoN HP FLUID HEATERS
Raises your material temperature to
its optimum range

o HEATED HOSE AND BAND HEATERS
Maintain the temperature to the gun
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STEP FOUR - THE FINAL STEP!

Mixing and Atomizing
REMOTE MIX MANIFOLD
Controls the ratio for a proper mix when using extremely fast-curing materials

o STATIC MIXING )

Blends mixed materials

i (@ Aruess Guns
Uses a variety of quality Graco airless spray guns, including the XTR™ and Flex Plus™ Gun




Viscon® HP Fluid Heater

Stainless steel design
Pressure rating of 7250 psi
(500 bar, 50 MPa)
Increased heating capacity
and temperature control
7/16in (11 mm) diameter
fluid passages

Remote Manifold

.

Superior mix quality
Increased productivity
with less maintenance
Longer life components
for reduced maintenance




Ordering Information

& Proportioners )

' King® HydraCat Pumps and Proportioners Xtreme Mix Proportioners

King 1:1, 68:1, 5000 psi (345 bar, 34.5 MPa), 1.8 gpm (6.8 Ipm) All units include hoppers, 50 ft (15.3 m) hose, 6 ft (1.8 m) whip hose and
234921 Bare; includes air motor with HydraCat lowers XTR spray gun. All gallons per minute displayed at 40 cpm @ 1:1 ratio.

234931 Stand-mount; includes bare unit, stand, Hasard Vocabion® i
outlet manifold and air regulator HEATHOUS: Sucd dn T Eopanioners

234991  Wall-mount: includes bare unit, wall bracket, 233855 Xtreme fo 500, standard motor, 45:1, 5.3 gpm (20.1 |pm)
outlet manifold and air regulator 233859 Xtreme Mix 500, quiet motor, 45:1, 5.3 gpm (20.1 lpm)
233856 Xtreme Mix 440, standard motor, 56:1, 4.5 gpm (17 Ipm)

King 2:1, 46:1, 4600 psi (317 bar, 31.7 MPa), 2.7 gpm (10 Ipm) 233860 Xtreme Mix 440, quiet motor, 56:1, 4.5 gpm (17 lpm)
| 234922  Bare; includes air motor with HydraCat lowers 233857 Xtreme Mix 360, standard motor, 68:1, 3.9 gpm (14.8 Ipm)
234932  Stand-mount; includes bare unit, stand, 233861 Xtreme Mix 360, quiet motor, 68:1, 3.9 gpm (14.8 Ipm)
outlet manifold and air regulator 233858 Xtreme Mix 290, standard motor, 80:1, 3.1 gpm (11.7 lpm)
| 234992 Wall-mount; incudes bare unit, wall bracket, 233862 Xtreme Mix 290, quiet motor, 80:1, 3.1 gpm (11.7 Ipm)
| outlet manifold and air regulator 234616 Xireme Mix 185, 47:1, 1 gpm (4 Ipm)
| King 3:1 bare, 501, 5000 psi (345 bar, 34.5 MPa), 2.4 gom (9.0 Ipm) 254838 Jreme Mix 185, with)(2) MISCON HR/(240V) heaters,

47:1, 1 gpm (4 lpm)
234840 Xireme Mix 185 with (2) VISCON HP (480V) heaters,
47:1, 1 gpm (4 Ipm)

234923 Bare; includes air motor with HydraCat lowers
234933  Stand-mount; includes bare unit, stand,
outlet manifold and air regulator

234993 Wall-mount; includes bare unit, wall bracket, Non-Hazardous Location Proportioners
| outlet manifold and air regulator 233863 Xtreme Mix 500, standard motor, 45:1, 5.3 gpm (20.1 Ipm)
King 4:1 bare, 54:1, 5000 (345 bar, 34.5 MPa), 2.3 gpm (8.7 lpm) 233867 Xtreme Mix 500, quiet motor, 45:1, 5.3 gpm (20.1 lpm)
234924 Bare; includes air motor with HydraCat lowers 233864  Xtreme Mix 440, standard motor, 56:1, 4.5 gpm (17 Ipm)
234934  Stand-mount: includes bare unit stand, 233868 Xtreme Mix 440, quiet motor, 56:1, 4.5 gpm (17 Ipm)
outlet manifold and air regulator 233865 Xireme Mix 360, standard motor, 68:1, 3.9 gpm (14.8 Ipm)
234994 Wall-mount; includes bare unit, wall bracket, 233869 Xtreme Mix 360, quiet motor, 68:1, 3.9 gpm (14.8 Ipm)

233866 Xtreme Mix 290, standard motor, 80:1, 3.1 gpm (11.7 Ipm)
233870 Xtreme Mix 290, quiet motor, 80:1, 3.1 gpm (11.7 Ipm)
234617 Xtreme Mix 185, 47:1, 1 gpm (4 Ipm)

234839 Xireme Mix 185 with (2) VISCON HP (240V) heaters,

outlet manifold and air regulator

47:1, 1 gpm (4 lpm) y
234841 Xtreme Mix 185 with (2) VISCON HP (480V) heaters,

47:1, 1 gpm (4 Ipm) -
No hoppers, hose or gun, requires remote mixing manifold
248842 Xtreme Mix 360, standard motor, 68:1, 39 gpm (14.8 Ipm)

Wall mount units, no hoppers
234614 Xtreme Mix 185, hazardous locations, 47:1, 1 gpm (4.0 lpm)
234615 Xtreme Mix 185, non-hazardous locations, 47:1, 1 gpm (4.0 lpm)
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Complete Proportioning Systems :
Step 1 Step 2 Step 3 Step 4 .
L]
PROPORTIONERS  SUPPLY TEMPERATURE ~ MIXING AND :
\ PROCESSING CONTROLLING  ATOMIZING .
1 L ]
| 248835 234932 (2) 248825 (1) 248921 = (1) 248923 .
| King 7 1
e (1)248826  (1)248926 (1) 248925 Y __ Supply Processing Equipment
2:1 (1) 248824 (1) 248907 (1) 248844
(2) 15F028 Supply Pump Kit
248825 Monark® 5:1, with 10 ft (3.0 m) hose, regulator kit
248836* 234933 (2) 248825 (1) 248921 = (1) 248923 Agitator Kit
ﬁ\?dgracat (1) 248826  (1)248926 | (1) 248925 248824 Twistork” with air connection
| 31 (1)248824  (1)248907 | (1) 248844 | | Solvent Supply Kits ;
(2) 15F028 | 248951  Merkur™ 40:1, with 50 ft (15.3 m) hose e
| | 248885 Monark 23:1 pail-mount, with 50 ft (15.3 m) hose
, i 248826 Monark 23:1 wall or cart mount, with 50 ft (153 m) hose
| 248841* 248842 (2) 248825 (1) 248921 (1) 248923 | }
Xtreme Mix | Fluid Filtration | &P
| 360 (izeco20 N JiAD 28020 () 248005 248970 3/4 in (19 mm) inlet strainer |
(1) 248824 (1) 248907 (1) 248844 | 249024 1 in (25 mm) inlet strainer
\ (2) 15F028 j :

* l'l-TCIUdeS all part numbers listed



